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preparation your radiator was tested with water at 6 bar. Small amounts of water will remain. Over days 
this may become black/brown due to oxidation. ������������!�	��������	������
����	����
��	���!��� �

��
�
����	�����������
�
��	��	����	����	������
��� 	�
��������	������������	�  

 

           
 

                                                                                   ��	���  
�
'���!��	������	����	���
�	��
�������
�������
������ ����!��!���(���
��#�
�����
���	���
���	���������
�����!���������!������������!��)���	��
����
������� �����	������������	��
�
��������  

 
�
�������
�������
�������

��	
��
���
������	��
�� �

�
%�����
	�����������
���������
��
��
���	�!�	����!�� ��	���
��
��	���
���	��	�����		�����
��
����	���
�����	����*
���	�!�	����!������������	�����
���
�
�����
������!�	���
��
��	�������	��	�����
��	�����	 ����!���	�!�	�	�����
��!���
�������	�����	���+�,�
	���������	����	������
�������������
�
	������-�	�� ����
�����	���
	������������	��	���
��
��	����	���� �
�
	��!�	�����	���	�!�	�
�����./0�
�����	��
���������	 ������������1
��������	
��
���!��������������������
	��
������
���&%)2�	������������
����
������	����	� 
����	����
���	������
�!�����	�������	��	�!�	�

����������
	��������	������
�
"	�
��������	�����������������

����	����
�����	��� ��
��
#���	���������������
���������#���	�!�	���
	����!��	��#�����!�������	������	����!����
�����345 �/	��
��
�
��������	�����
��6�%���	��7�����������
45���8�
	�����
��������
������	��������!��	������	� ���!����
�����
�
%��������	����������������
�����	���������
��
��
�� �����	��������	����
����	������	�����������	����
��	��������
��	����
������%��
��
�	���	������	��	�
 ����
���	��	��������	�����
	��!��



%����������	�����
����	�����
��
����	���������
��
� �
�������	��������	����������������!�	������
	�������%��
��
�	���	������	��	�	�������	������	��	 �
��
�����������
��
��
����
���	���
%���	�����
����	�������
�	��
�������	���������
��
� ������������������!�	������	�������

 
 

�
�

�	����
�����	
� �
 

����������	����������������	������9���	����:����
�� &���
��������	���	������������"���������	�	��
������	��
��!�	���%;*2����%;/2���	���������������	� ��	������&���
����
�
���
������
�����������1���
��	�	�����
��
����	�����!�	������
����������"������ ���������
	�������	����	���:	��;%/2���	���#�����
��
��
�
���
������������!���������������������	������� +	��
����	��������������		���	����
�����
������	��
%������
�������!������	��
��

 
Bottom Bottom 
Opposite Ends 

(BBOE)  

YES 

Top Bottom 
Opposite Ends 

(TBOE) 

YES 

Top Bottom Same 
Ends 

(TBSE) 
YES, though the end 

section may be a 
little cooler.  

Bottom Top  
Same Ends 

(BTSE) 

NO 
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Most 
of rad 
stays 
cool  

 
 

Water Treatment  
Castrads recommends that the system is flushed after fitting your radiator. A corrosion 
inhibitor/antiscale additive should be added to the system. Fernox supplies a range of such additives, 
and flushing chemicals.  
Cast iron radiators are flushed before delivery. Never the less small particles of mainly iron can become 
dislodged and migrate around the system. Occasionally this leads to boiler problems. To insure against 
this Castrads recommends a magnetic filter in the return leading to the boiler. Your plumber will know a 
plumbers merchant that stocks these. 

 
Wall Stays  
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The clamping plates should be in the positions shown. The middle image shows the hooked wall stay. 
The threaded rod should be slid over the handle then crimped tight using Molegrips to reduce play. 
After cutting the rod to length, screw the handle to the wall. Then offer the radiator up to the stay and 
adjust the position of the rear plate. Finally screw the outer plate tight using the nut. A 10mm socket 
spanner is useful at this stage. 
 



                      
 
 
 
 
 
 
 
 

Radiator Assembly.  
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“Bent” Radiators  
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Radiators in Full Polish  
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Tools For The Job 
 

 
 
 
 
 
 
 
 
 



 
 
 
 
 

www.castrads.com info@castrads.com Tel 0161 297 001 5 Fax 0161 297 
0016 

 
Castrads office, 41 Yew Tree Park Rd, Cheadle Hulme , CHEADLE, SK8 7PR. 

Castrads factory, Hilltop Farm, Chester Rd, Woodfor d, STOCKPORT SK7 1PS (opposite 529 
Chester Rd) 

 


